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 June 9, 1955
ALL DEALERS, ZONES AND DISTRIBUTORS

INTAKE VALVE STEM OIL DEFLECTOR,
PART NUMBER 6476056

Part Number 6476056, Intake Valve Stem Oil Deflector, became effective at Engine Number P-13644 for 
improved oil 
control. This is in addition to the elimination of the eight oil holes in the rocker arm shafts which became 
effective at 
Engine Serial P-9038.

The deflector, a rubber cap, is located over the valve stem and installed on the top section of the cast valve 
guide.

Initial shipments of Part Number 6476055 will be forwarded to all Field Warehouses the week of May 29, 
1955.

The following Flat Rate Operation will apply:

NUMBER OPERATION SERIES HOURS

 INSTALL INTAKE VALVE STEM OIL
 DEFLECTORS - Set of 8 Part 6476056  V-8 1.0

 With Air Conditioning  1.2

To facilitate valve spring removal and replacement, Tool J-6204, Valve Spring Compressor, will be avail-
able from 
Kent-Moore Organization, Inc. approximately June 1, 1955.

To remove the valve spring, locate the piston on TOP CENTER to contact the valve head when the valve 
spring is 
depressed.  Remove valve cover and loosen rocker arm shaft assembly.

Locate Tool J-6204 on the rocker arm shaft. support and retain with the mounting bolt.  Install the "U" 
shaped adapter 
inverted position on the spring retainer . Depress the spring with thumb screw to remove the split valve 
locks. Release spring tension and remove valve spring.
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American Motors Technical Service Att. #55-23 illustrates valve spring removal with Tool J-6204 (sample tool shown) 
and Part 6476056, Deflector, installed on guide.

 Yours very truly,

  F. H. Brodek
 Technical Service Manager

F.H.Brodek 
ctp 
Attach.

PRINTED IN U.S.A.
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 August 1, 1955

ALL HUDSON DEALERS, ZONES AND DISTRIBUTORS

DIRECTIONAL SIGNAL SWITCH AND CAM -
1955 "HORNET" AND "WASP" SERIES

American Motors Technical Service Att. #55-37 illustrates Part Number 3144224 Directional Signal Switch 
assembly which became effective at car Serial Numbers W-1119, X-1090, and Y-1177. Switch, Part Number 
3131527, used prior to these serial numbers is also illustrated for comparison purposes.

Directional Signal Switch Cam, Part Number 3144225, designed for use ONLY with switch, Part Number 
3144224, MUST BE INSTALLED AS ILLUSTRATED IN FIGURE 2.

The installation of parts not designed for operation with each other or the mislocation of the cam on the steering 
column tube will definitely result in premature failure of the switch assembly.

Apply a slight amount of Lubriplate to the switch levers and rollers, operating cam, and the jacket tube opening 
cover prior to installation of the switch.

The red coded wire attached to the switch assembly is not used for Hudson Series cars. Therefore, it will be 
noted that the portion of this wire protruding from the lower section of the wire harness on service replacement 
parts has been 
eliminated at time of production assembly of directional signal equipment.

 Very truly yours,

 
 F. H. Brodek
 Technical, Service Manager 

F.H.Brodek 
ctp 
Attach.

PRINTED IN U. S, A.



American Motors
Technical Service Att. #55-37

FIGURE 1

Directional Signal Switch Assemblies

FIGURE 2

Directional Signal Switch Cam Location
1955 “Hornet” and “Wasp” Series
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 August 2, 1955 
ALL HUDSON DEALERS, ZONES AND DISTRIBUTORS

CIRCUIT BREAKERS AND LIGHT SWITCH -
1955 "HORNET" AND "WASP" SERIES

Two circuit breakers are supplied for cars not equipped with electric window lifts. A 30 Ampere circuit 
breaker attached to the light switch assembly and a 20 Ampere circuit breaker, controlled by the ignition 
switch, mounted below the dash panel on the ceiling of the cowl near the steering jacket tube location. The 
ignition controlled circuit breaker is of a 30 ampere value, if the car is equipped with air conditioning.

The circuits protected by the 30 Ampere circuit breaker on the light switch are the parking and head lights, tail 
lights, interior courtesy lights, front ornament light, dash lights, clock, and glove box light. A total current 
load of approximately 20 Amperes.

The ignition switch controlled circuit breaker, either 20 or 30 Amperes, protects fuel and temperature gauge, 
instrument cluster voltage regulator, no charge and oil pressure warning lights, heater blower motor, brake 
light circuit, and directional signal circuit. The total current load is approximately 18 amperes.

With air conditioning, using a 30 Ampere ignition controlled circuit breaker, the following additional circuits 
are also protected: A.C. thermostat, solenoid by-pass valve, and magnetic clutch. The total current load is then 
approximately 25 amperes,

All circuit breakers used are designed for an overload of 50%. This means that a 20 breaker should carry 30 
amperes before actually opening the circuit for the first time.

The installation of a circuit breaker with insufficient capacity will result in an electrical overload and intermit-
tent operation of the circuit protected.



- 2 -

The head light switch is to be installed with the circuit breaker located to the top of the assembly. 
Where the switch would be installed 180º from, correct position, the contour of the dash will cause 
distortion of the switch.  This distortion results in high resistance at the switch contacts with ultimate 
failure, sometimes  preceded by intermittent head light operation.

Very truly yours,

F. H. Brodek 
Technical Service Manager 

FHB 
ctp

PRINTED IN U.S.A.
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 FUEL - CARBURETION -
 EXHAUST SYSTEM

ALL HUDSON DEALERS, ZONES AND DISTRIBUTORS  May 12, 1955

HARD STARTING V-8 ENGINES - 
1955 SERIES

Campaign: V-8 Series Prior to Car Serial Number Y-5836

Effective at the above serial number, Carburetor Model WOD-2231-S utilizes a dust cover incorporating 
an atmospheric vent valve controlled by the accelerator pump linkage.

At closed throttle, the accelerator pump linkage opens the vent valve, thus venting the float chamber to the 
atmosphere. Atmospheric pressure is then exerted on the fuel in the float bowl to push the fuel out of the 
idle discharge ports.

Upon opening throttle, the pump linkage permits the vent valve to close, restoring the balanced internal 
vent to control fuel metering.

Part Number 3119115 dust cover package (Carter Part 118-122U consisting of one dust cover, two screws, 
and two lockwashers) must be installed on all cars built prior to the aforementioned serial number.

Variations in production may result in interference between the dust cover vent and air cleaner. Where 
necessary, a slight depression may be provided in the air cleaner at point of contact.

Initial shipments of Part 3119115 have been forwarded to all field warehouses.

Credit will be allowed for material at dealer net plus 10 per cent and labor at 65 per cent of the flat rate 
time listed below based on the dealer labor multiple on record at each Zone.

NUMBER  OPERATION  SERIES   TIME

FU-100  INSTALL DUST COVER PART 3119115  V-8  .2 Hrs.

Effective at Engine Number P-14763, the carburetor float level has been revised from 3/16" to 1/4". At 
time of float adjustment, it is important to inspect for float interference. This interference may be found to 
exist between the sides of the
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float and the bowl chamber. Another source of interference may exist between the pin end of the float
lever and the bowl chamber sides. This would be the result of the float lever protruding beyond the mount-
ing boss of the bowl cover causing the lever to rub or bind on the bowl chamber.

At time of float adjustment, the needle and seat should also be inspected for leakage. Prior to installation 
of a new needle valve seat gasket, soak the gasket in hot water.

When adjusting the carburetor idle, it is important to carefully balance the mixture adjustment of the two 
barrels of the carburetor to obtain a peak vacuum of approximately 1711 minimum.

Heat deflector, Part Number 5300977, and gaskets, Part Number 6348465, installed between the carbure-
tor and intake manifold also became effective at Engine Number F-10050.

A thorough engine tune-up is a necessity to eliminate other factors which may aggravate a starting condi-
tion.

 Yours very truly,

 F. H. Brodek
 Technical Service Manager

F.H.Brodek 
ctp

PRINTED IN U S A
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 October 25, 1955

ALL HUDSON DEALERS, ZONES AND DISTRIBUTORS

VAPOR LOCK - 1955 V-8 SERIES

Effective at Car Serial. Number Y-7092, a fuel vent line from the carburetor to the fuel tank pipe was 
incorporated to alleviate a vapor lock condition.

The fcllowing parts are effective at the above serial number:

QTY. PART NUMBER DESCRIPTION

 1 3147308 Fuel Vent Elbow (Restricted)
 1 3147536 Fuel Vent Tube - Front
 1 3147535 Fuel Vent Tube Clip
 1 3147537 Fuel Vent Tube - Center
 1 63045 Fuel Vent Tube Clip (To Windshield
    Wiper Tube)
 7 47477 Fuel Vent Tube Clip
 1 3147538 Fuel Vent Tube - Rear
 2 3147539 Fuel Vent Tube Clip (To Tank)
 1 47740 Fuel Vent Tube Clip (Rear Floor Pan)
 1 8000093 Fuel Vent Tube Clip Screw
 1 GM-137421 Fuel Vent Tube Elbow
 2 3147540 Fuel Vent Tube Hose
 3 3147541 Fuel Vent Tube Hose Clamp
 1 3147542 Carburetor Strainer Nut

Installation Procedure:

Replace the carburetor strainer nut with the drilled and tapped nut and install the restricted elbow. 
Elbow faces the 7 o'clock position as viewed from front of engine.

Install. shortest line in elbow and route parallel with the vacuum pump line on the right cylinder head. 
Use strap fasteners to attach vent line to vacuum line. A double clip is used at the rear to retain the line 
to the bracket.
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The long line is routed along the right body sill and up to the floor pan over the rear axle. On cars with fuel 
lines routed along the right sill, the vent line is to be clipped parallel to the fuel line. On cars which
have fuel lines along the left side sill, the vent line may be attached to the right sill by  clips installed in the 
existing holes in the sill. The rear of  the line is attached to the floor pan with a clip and screw.

The fuel tank must be removed to permit installing the rear section of the vent line.

Temporarily, install the unrestricted elbow on the vent line. Place the line on the upper side of the right 
flange of the tank so that the elbow may be used to mark the fuel tank filler neck for drilling a 21/64" hole.
Tap the hole with a 1/8" pipe tap and install the elbow. Permatex may be used to seal the elbow threads. 
Install this section of vent line on the tank fastening to the tank flange with special clips. Reinstall the tank.
The three sections of the vent line are connected by rubber hose and secured by the adjustable hose 
clamps.

It will be necessary to dent the lower side of the air cleaner in the area of the fitting on the carburetor 
strainer nut to provide clearance.

The above parts have been classified. as Zone Stock Items. Initial shipments are being made to all Parts 
Warehouses.

Credit will be allowed for material at dealer net plus 10 per, cent and labor at 65 per cent of the Flat Rate 
listed below based on the Dealer Labor Multiple on record at each Zone.

Number Operation Series Time

FU-110 INSTALL CARBURETOR VENT TUBE V-8 2.0 Hrs.

 Yours very truly,

 F. H. Brodek
 Technical Service Manager 

F. H .Brodek 
ctp

PRINTED IN U. S.  A.
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 June 2, 1955

ALL HUDSON DEALERS, ZONES AND DISTRIBUTORS

CLUTCH BEAM FABRICA INSULATOR
REINFORCEMENT SHIM, PART NUMBER
3127205 - 1955 "WASP" SERIES

Where difficulty is encountered, a clutch beam fabrica insulator reinforcement shim may 
be incorporated in the beam assembly to prevent distortion or cracking of the insulator.

As this part, at present, is not available, American Motors Technical Service Att. #55-22
illustrates the size of a shim which can be fabricated from ordinary .015" shim stock.

Remove the four bolts that retain the insulator and add the shim to either side of the insulator and torque 
tighten to 4 foot pounds. Replace the fabrica insulator if the original one shows signs of distortion or 
elongated holes.

The following Flat Rate Operation will apply for the shim installation when required:

NUMBER OPERATION  SERIES  TIME

CL-24  CLUTCH BEAM ASSEMBLY - R. & R. . . . . . . . . "Wasp"  .6 Hrs,

 Yours very truly,

 F. H. Brodek
F.H.Brodek Technical Service Manager
ctp
Attach.

PRINTED IN U. S. A.




